	ATTACHMENT NO.
	0002
	CONTRACT NO.
	

	SOLICITATION NO.
	W15P7T-04-Q-H009
	        NSN.
	5998-01-146-4051


DS7033

            PRESERVATION, PACKING AND MARKING INSTRUCTIONS:

	ITEM 

 NO.
	QUANTITY  

   
	PROTECTION

REQUIRED
	        PACKAGING REFERENCE       

          (SPECIFICATION)

                OR

  (SPECIAL PACKAGING INSTRUCTION) 

              PKG-REF
	  LEVEL    

    OF

 PACKING

   LPK


	 QUANTITY 

    PER   

 UNIT PACK

    QUP



	
	Mult.
	Military
	AG00000601
	A
	001


	


                          SUPPLEMENTAL REQUIREMENTS
	

	

	

	


NO CHANGES IN MATERIALS/PROCEDURES IDENTIFIED IN THE PACKAGING REFERENCE/PRESCRIPTION ABOVE ARE ALLOWED UNLESS THE FEDERAL OR MILITARY SPECIFICATIONS HAVE BEEN CANCELED & SUPERSEDED OR REPLACED BY A NON-GOVERNMENT STANDARD OR COMMERCIAL ITEM DESCRIPTION (I.E. ASTM OR CID) 

WHICH HAS BEEN ADOPTED/ACCEPTED BY DOD.  IF OTHER THAN THE ABOVE ARE REQUESTED, THEY MUST BE SUBMITTED FOR REVIEW IN ACCORDANCE WITH THE PACKAGING WAIVERS OR DEVIATIONS CLAUSE OR THE CONDITIONS FOR ACCEPTABILITY OF COMMERCIAL PACKAGING CLAUSE (ALTERNATE PACKAGING CLAUSE).

 MARKING:  ALL UNIT PACKS, INTERMEDIATE PACKS, AND EXTERIOR SHIPPING



 CONTAINERS SHALL BE LEGIBLY AND DURABLY MARKED IN ACCORDANCE



 WITH MIL-STD-129.



 WHEN BOX IS CHECKED, THE APPLICABLE "SPECIAL MARKINGS" ARE



 REQUIRED IN ACCORDANCE WITH MIL-STD-129.

           (  ) PROJECT CODE  (  ) WARRANTY/GUARANTEE (  ) SHELF LIFE



 ( X ) BAR CODE.  NOTE:  BAR CODE MARKING IS MANDATORY UNLESS THE







    FOLLOWING BLOCK IS CHECKED: (  ) EXEMPT

    

 (  ) FOREIGN MILITARY SALES
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	17.  NOTES/DRAWING

1.  PRESERVATION.  MIL-STD-2073-1 as specified herein, ensuring compliance with the applicable requirements of that specification.

1.1  Military.

1.1.1  Electrostatic sensitive assemblies.  Unit pack each submethod 41 as follows:  Wrap or cushion with antistatic materials (as required).  Place item within a bag conforming to MIL-DTL-117H, type I, class F.  Heat seal bag.  Reclosable cushioned pouches conforming to MIL-DTL-81997D, type I or II, may be used in lieu of initial wrap or cushioning.  Place a MIL-STD-129 electrostatic discharge (ESD) caution label (Figure 1) on the container conforming to A-A-59736, type II (see Table I).  Close the container by securing both ends with tape conforming to ASTM D 5330 and sealing all openings with tape conforming to ASTM D 5486.  Place a MIL-STD-129 ESD caution label (Figure 1) on the box.

1.1.2  Nonsensitive assemblies.  Unit pack each assembly submethod 41 as follows:  Wrap with barrier material conforming to MIL-PRF-121G, type II, class 2.  Place item within a bag conforming to MIL-DTL-117H, type I or II, class E, style 1.  Heat seal bag.  Place bagged item into a cushioned box conforming to A-A-59736, type II.  Close the container by securing both ends with tape conforming to ASTM D 5330 and sealing all openings with tape conforming to ASTM D 5486.
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