ATTACHMENT 7

20157ODC

The ODCs cited in this procurement data are listed below:

	Spec Number
	Spec Title

	FF-W-92
	Washer, Flat (Plain)

	FF-N-836
	Nut: Square, Hexagon,Cap, Slotted, Castle, Knuurled, Welding and Single Ball Seat

	MIL-STD-100
	Engineering Drawing Practices

	MIL-C-13924
	Coating, Oxide, Black, For Ferrous Metals

	MIL-STD-454
	Standard General Requirements For Electronic Equipment


"EXCEPTIONS TO CITED TECHNICAL DATA TO CORRECT REFERENCES TO OZONE-DEPLETING CHEMICALS

The technical requirements of this contract reference Ozone Depleting Chemicals (ODC) as defined by the Clean Air Act of 1990.  These requirements shall be modified as directed below:

The document(s) above are cited in this solicitation as Category 1 document(s) which contain(s) sub-tier references to documents which require the use of Ozone Depleting Chemicals (ODCs). As Category 1 document(s), the requirements of sub-tier referenced documents are for guidance or reference only and are not contractually binding. The contractor is authorized the use of an appropriate alternative material in place of the ODCs cited in the sub-tier referenced documents when complying with the Category 1 document's requirements. The use of ODCs is not required and the use of alternatives is preferable.

MIL-STD-454

** NOTICE: MIL-STD-454 has been converted to MIL-HDBK-454 (28 APR 95).  Perminent changes must be made to the technical data. ****

MIL-C-13924

MIL-C-13924 references Phosphate Coatings IAW DOD-P-16232, when is applicable, the contractor is authorized the use of an acceptable alternative cleaning material in place the 1,1,1 trichloroethane (Methyl Chloroform)(MIL-T-81533, O-T-620) referenced in this document. Material previously qualified to MIL-C-13924 is acceptable for use.

MIL-STD-100

 MIL-STD-100 references Chemical Agent Resistant Coating requirements IAW MIL-C-53072. MIL-C-53072 may require epoxy coating materials IAW MIL-P-23377.  MIL-C-23377, Class III, material contains the Ozone Depleting Substance 1,1,1 trichloroethane.  Preference shall be given to the selection of MIL-C-23377, Class I or II epoxy coating materials.

FF-N-836

For the qualification of new FF-N-836 material where phosphate coating, IAW MIL-P-16232 (Now DOD-P-16232), is applicable, the contractor is authorized the use of acceptable alternative solvent cleaner in place of the 1,1,1 trichloroethane referenced in DOD-P-16232.  Material previously qualified to FF-N-836 is acceptable for use.

FF-W-92

For the qualification of new FF-W-92 material where phosphate coating, IAW MIL-P-16232 (Now DOD-P-16232), is applicable, the contractor is authorized the use of acceptable alternative solvent cleaner in place of the 1,1,1 trichloroethane referenced in DOD-P-16232. Material previously qualified to FF-W-92 is acceptable for use.

The above modifications take the first order of precedence in this contract."

