Solicitation W15P7T-04-R-A906

ATTACHMENT 1

Statement of Work

1.0 Scope.  This Statement of Work (SOW) defines the efforts required to produce the products required by this solicitation in accordance with the Documents listed below. The items being purchased are entitled “ AS-2108A “.

2.0 Applicable Documents.  The following documents are applicable to the extent cited.

	2.1      Military 
	and Federal Stds
	 
	 

	 Document
	No.
	Document Title
	Applicability

	MIL-STD-
	130 L
	Identification Marking of U.S. Military Property
	Required


	2.2      Military
	 and Federal Specs
	 
	 

	 Document
	No.
	Document Title
	Applicability

	
	NONE
	
	


	2.3      Other 
	DoD Documents
	 
	 

	 Document
	No.
	Document Title
	Applicability

	
	NONE
	
	


	2.4      Com’l
	Documents
	 
	 

	Document
	No.
	Document Title
	Applicability

	ASTM 3951-
	98
	Standard Practice for Commercial Packaging
	Required


3.0 Requirements. The contractor shall produce the items in the quantity set forth in Section B of the schedule in accordance with Documents listed above and this SOW. In the event of a conflict between the requirements of this SOW and any drawings for the item on contract, the requirements of this SOW shall govern.

3.1.  Requirements for Packaging.

3.1.1  Packaging - Preservation, packaging, and marking shall be in accordance with commerical packaging ASTM 3951-98 & Section ‘D’ of the Contract.

3.2  Requirements for Unique Item Identification (UID).  The contractor shall mark all contract deliverables in accordance with (IAW) the following requirements.  

3.2.1  UID Marking.  The contractor shall provide UID, or DoD recognized unique identification equivalent, for all items delivered with an acquisition cost of $5000 or more. For long term contracts, any items that have range quantity prices that will exceed the $5000 unit price any time during the life of the contract shall have UID markings from the beginning of the contract. In addition, the contractor shall apply UID markings to all other items the government has identified in this contract as requiring UID markings. UID markings shall be IAW MIL-STD-130L.

3.2.1.1 Commercial Markings. All other items shall have acceptable commercial markings that meet the guidelines in Department of Defense Guide to Uniquely Identifying Items http://www.acq.osd.mil/uid.

3.2.1.2  Permanency and Legibility.  The UID marking and identification plates, tags, or labels when used on equipment, parts, assemblies, subassemblies, units, sets, or groups shall be as permanent as the normal life expectancy of the item and be capable of withstanding the environmental test and cleaning procedures specified for the item.  Legibility shall be as required for ready readability per MIL-STD-130L.  

3.2.1.3  Deleterious Effect.  Marking of items shall be accomplished in a manner that will not adversely affect the life and utility of the item. Marking materials creating hazardous conditions shall not be used.

3.2.2  UID Coding.  UID markings and readability requirements shall comply with MIL-STD-130L.

3.2.2.1  The human readable characters and the machine readable UID symbology will be marked on the hardware.  If there is not enough space to include both, the machine readable UID shall take precedence.

3.2.2.2  If the technical data has not specified the marking location, markings shall be located such that they are visible during item use, provided that sufficient space is available.

3.2.2.3  Serial Numbers.  The contractor shall meet the requirements of MIL-STD-130L to establish the UID. The contractor shall insure that the UID is unique for that item from all other items forever.

3.3.  Requirements for Final Inspection and Test.  The contractor shall implement and maintain a Final Inspection and Test System that meets or exceeds the requirements established below.  These requirements are commonly accepted practices employed by industry.

3.3.1  Quality System.  The contractor shall establish/maintain an effective inspection and test system for final inspection and test of completed products. 

3.3.2  Inspection and Testing Procedures.  The contractor shall utilize documented procedures for final inspection and testing of finished products to ensure that all contract requirements are satisfied.

3.3.3  Inspection and Testing.  The quality system shall assure that all final inspections and tests required to satisfy contract requirements are conducted.

3.3.4  Records.  The contractor shall maintain adequate records of final inspections and tests to demonstrate that the product satisfies contract requirements.

3.3.5  Measuring, Testing, and Inspection Equipment.  The contractor shall provide and maintain gages (including production tooling used for inspection purposes) and other measuring and testing equipment to assure that finished products conform to contract requirements.  These devices shall be calibrated against certified measurement standards which are traceable back to national/international standards.

3.3.6  Inspection and Test Status.  The contractor shall maintain a system for the identification of the final inspection and test status of all products.

3.3.7  Nonconforming Material. The contractor shall establish and maintain a system for controlling material which does not satisfy contract requirements, including procedures for its identification, segregation, and disposition (rework/repair, scrap, etc.).

3.3.8  Corrective Action.  The contractor shall promptly act to correct nonconforming materials and processes to preclude the recurrence of the problem and to satisfy contract requirements.

3.3.9  Training Requirements.  The contractor shall identify/provide for the training needs of their personnel performing inspections and tests.   

3.3.10  Handling, Storage, Preservation, Packaging, and Shipping.  The contractor shall control the handling, storage, preservation, packaging, and shipping to protect the quality of finished products.
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