























	17.  NOTES/DRAWING

1.  PRESERVATION.  MIL-STD-2073-1 as specified herein, ensuring compliance with the applicable requirements of that specification.

1.1  Military.

1.1.1  Electrostatic sensitive assemblies.  Unit pack each submethod 41 as follows:  Wrap or cushion with antistatic materials (as required).  Place item within a bag conforming to MIL-DTL-117H, type I, class F.  Heat seal bag.  Reclosable cushioned pouches conforming to MIL-DTL-81997D, type I or II, may be used in lieu of initial wrap or cushioning.  Place a MIL-STD-129 electrostatic discharge (ESD) caution label (Figure 1) on the container conforming to A-A-59736, type II (see Table I).  Close the container by securing both ends with tape conforming to ASTM D 5330 and sealing all openings with tape conforming to ASTM D 5486.  Place a MIL-STD-129 ESD caution label (Figure 1) on the box.

1.1.2  Nonsensitive assemblies.  Unit pack each assembly submethod 41 as follows:  Wrap with barrier material conforming to MIL-PRF-121G, type II, class 2.  Place item within a bag conforming to MIL-DTL-117H, type I or II, class E, style 1.  Heat seal bag.  Place bagged item into a cushioned box conforming to A-A-59736, type II.  Close the container by securing both ends with tape conforming to ASTM D 5330 and sealing all openings with tape conforming to ASTM D 5486.
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